
Technical Specifications

Diffuser          : Stainless Steel (AISI 304L)

Impeller          : Stainless Steel (AISI 304L)

Pump Shaft         : Stainless Steel (AISI 420)

Coupling         : Stainless Steel (AISI 420)

Strainer          : Stainless Steel (AISI 304)

Outlet connection diameter : 4” (inside threaded)

Shaft diameter         : 22mm

Max. sand content     : 50 gr / m3

Valve cap     : Stainless steel

Voltage      : 380-415V (+6% / 10%)

Frequency     : 50Hz.

Max. water temperature    : 50 C

Degree of Protection    : IP 68

No. of vanes     : 6

Rotation     : CCWRevolution         : 2900 rpm
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 Please contact us for optional materials.
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 14  12 10  9  7  6

 28  24  20  18  14  11

41  36  30  26  22  17

 55  48  40  35  28  22

 68  60  50  44  35  28

 83  72  60  57  44  34

 96  84  71  60  50  40

 109  96  81  70  58  42

 124  107  91  77  65  50
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 151  132  111  96  78  61

 165  143  121  105  84  65

 178  155  133  116  92  76

 190  170  141  122  99  78



Due to continuous improvement in design we reserve the right to amend specifications or data without prior notice

The hydraulic working have been taken with water at 15  C, at the atmospheric pressure of 1 bar and specific gravity is 1 gr/cm3
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